¥ LEGEND

www.legendvalve.com

800-752-2082

SUBMITTAL SHEET
JOB NAME ITEM TAG
JOB LOCATION PART NUMBER
CONTRACTOR DATE
ENGINEER APPROVAL DATE

NO LEAD QUARTER-TURN BALL-TYPE METER VALVE

T-443NL

Quarter-turn full port ball design is superior to gate or stop-type designs. The ball closure is
self-cleaning, more durable and provides a tighter seal when subject to elevated water main

pressures.

Bottom-loaded blowout-proof stem is a maintenance-free, dual O-ring seal design,
eliminating the need to tighten a packing nut.

Bi-directional full flow and space-saving tee handle permit installation flexibility, by

permitting either end connection to be used as the inlet end connection.

TFM PTFE seats out-perform and outlast virgin PTFE seats.
Available in sizes 3/4" and 1" FNPT x Copper flare

Working Pressure, Non-Shock (PSI): Pictured:
Cold Working Pressure (CWP): 400 psi T-443NL
Max. Service Temperature: 100°F
MATERIAL SPECIFICATION B See Detail A
PART MATERIAL
1 Body Lead-free forged brass 5 X I
2 Stem Chrome-plated lead-free forged brass A , H
Anti-Friction Thrust : T

3 Waster TFM PTFE @/ | '

4 Stem 0-Rings (2) Fluoroelastomer

5 Seats(2) TFM PTFE C 1

6 Ball Chrome-plated lead-free forged brass i

7 Anti-Friction Washer  TFM PTFE 10 11

8 Handle Coated aluminum b

9 Handle nut Dacromet—_coated carbon steel, ~— H —~

tamper-evident
10 End Adapter Lead-free forged brass Pictured:
11 Flare Nut Forged brass T-443NL Side View |
i
DIMENSIONS - INCH

Size A B C D E F G H

3/4" FNPT x3/4" Flare 287 324 1.52 1.72 144 254 398 0.75

3/4" FNPT x 1" Flare 287 324 1.52 1.72 144 277 421 0.75

1" FNPT x 1" Flare 287 369 1.81 1.87 144 297 4.40 1.00
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Pictured:
T-443NL Top View

Certifications/Listings: . .
Third-Party Certified Pictured:
NSF/ANSI 61: Drinking water system components - Health effects. Detail A

NSF/ANSI 372: Drinking water system components - Lead content.

Standards:

AWWA C800: Underground service line valve and fittings.
ANSI/ASME B1.20.1: Pipe threads, general purpose, Inch.

Detail A




