INSTALLATION GUIDE

WATER SERVICE FITTINGS & CURB STOPS:
FLARED END CONNECTIONS

WARNINGS

Read this Installation Manual BEFORE installing this product and follow all written instructions. Noncompliance with safety protocols
and usage information may result in serious personal injury, property damage, and voiding of the product warranty. Keep this I0M for
future reference.

APPLICATIONS

This information is applicable to Models T-5200, T-5200MP, T-5201, T-4100, T-4105, T-4201, T-4200, T-4211, T-4400, T-4401, T-4430,
T-4431 and T-4110. For other models, please see the installation-operation-maintenance sheets for pack joint connections or ring
compression connections. They can be downloaded at www.legendvalve.com or by calling Customer Service at 800-752-2082.

Legend flared end curb stops and fittings are designed and manufactured in accordance with AWWA C-800 specifications and are
intended for use in cold potable water service lines. These fittings are suitable for both above-ground and underground installation,
provided they are used in water service applications only and installed in accordance with local codes. This includes installations from
the water main through the meter connection point. Use in hot water systems or on plumbing distribution lines falls outside the intended
scope of these products and is prohibited.

PRODUCT SPECIFICATIONS

All flared end connections are designed to join Types K or L copper tubing only.

INSTALLATION INSTRUCTIONS

For Flared End Connections:

1. Cut copper tubing to desired length, using an appropriate tubing cutter.

2. The cut must be square and round. Correct any out-of-round tubing using the appropriate tool. The cut end of the tubing must be
free of burrs, dents, nicks, deep scratches, dirt or debris.

3. Remove the flare nut from the fitting or curb stop body.

4. Place the flare nut over the end of the tubing, with the female threads toward the tubing end. Slide the flare nut down the tubing
approximately six inches.

5. Flare the copper tubing end using the appropriate flaring tool.

a. Note: Copper tubing end must be flared to the correct 45-degree angle in order to achieve the correct mechanical joint and
seal. Over-flaring the tubing could allow the tubing's edge to protrude into the flare nut's threads, preventing the tubing from
sealing against the male flare nose properly.

6. Slide the flare nut over the flared end of the tubing and engage the nut onto curb stop or fitting body by turning clockwise by hand.
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7.

Place a drop of oil (thread-cutting, light machine or equivalent) on the fitting's or curb stop’s male AWWA straight threads. This
will minimize the chance of thread binding.

a. Note: The underside of the flared tubing should completely contact the inside radius of the flare nut and the nut should turn
freely. Binding of any type indicates out-of-round or over-flared tubing.

b. Note: If you are installing models T-5200, T-5200MP, T-4200, T-4201 or T-4431 proceed to the final step. If you are installing
other flared-end models that incorporate threaded or pack-joint end connections, please proceed to the installation
instructions for NPT pipe thread connections shown below or visit www.legendvalve.com for pack-joint installation
instructions:

8. Using the correct wrenches, tighten the flare nut at least 2-1/2 revolutions.

/\ CAUTION

Make sure the wrenches fit tightly. Loose-fitting wrenches can cause injury or damage the curb stop or fitting.

INSTALLATION INSTRUCTIONS

For Male & Female NPT (Pipe) Thread Connections:

All pipe thread connections should be made in accordance with standard industry practice, which involves engagement length verses a
specific torque rating, as stated in ANSI / ASME B1.20.1:

1.

Inspect all male and female tapered pipe threads for damage. DO NOT attempt to assemble damaged threads. Using a stiff wire
brush, remove all dirt or debris from the thread surfaces.

Apply thread sealing compound or Teflon tape to the male pipe threads. Apply the tape by wrapping the male threads in a
clockwise direction.

Carefully engage and tighten the threads by hand.

Using the appropriate wrench, tighten an additional 1-1/2 to 2 revolutions.

ADDITIONAL RECOMMENDATIONS & WARNINGS

While the Legend ring compression nuts utilize a high-quality NBR gasket, which is resistant to most petroleum-based lubricants,
it is still recommended that no lubricant be applied to any surface of the fitting or curb stop.

Do not use thread sealing compounds on any of the fitting's or curb stop’s ring compression connections.

Looping or snaking the service line will minimize line stress during backfilling as well as allow expansion and contraction
movement without placing strain on the ring compression connection.

Use insert stiffeners when installing Legend ring compression fittings or curb stops onto polyethylene plastic tubing or pipe.

All Legend ring compression nut assemblies are marked for use with copper tubing size tubing (marked CTS) or iron pipe size pipe
(marked IPS). Be certain that you are installing the correct curb stop or fitting by verifying that you have either tubing or pipe.
Legend ring compression nut assemblies are not interchangeable between tubing and pipe.

/\ WARNING

Pressure-test the system before backfilling. Visually inspect all connections for leakage and correct as necessary.
Installation is complete only after a pressure test has been completed.
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