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SUBMITTAL SHEET

FULL PORT BALL VALVE WITH CAPPED  
MALE GARDEN HOSE THREAD CONNECTION
T-1002CC

MATERIAL SPECIFICATION
PART MATERIAL

1 Handle Nut Steel
2 Handle Steel
3 Packing Nut Brass 
4 Stem Packing PTFE
5 Stem Brass 
6 Body Forged Bronze
7 Seats (2) PTFE
8 Ball Chrome Plated Forged Brass
9 End Adapter Forged Brass
10 Cap Forged Brass
11 Cap Gasket NBR (Buna-N) Rubber
12 Chain Connector Ring (2) Steel Wire
13 Chain Tether Steel
14 Chain Link Plate (2) Steel

DIMENSIONS

Size A B C D

3/4” 3.15 1.85 0.75 4.33

Capped GHT end prevents ball and seat contamination

Cap is gasketed and tethered

Ideal for washdown stations, greenhouse applications or hydronic  
heating installations

Working Pressure, Non-Shock (PSI)
Cold Working Pressure (CWP): *600 psi

Saturated steam (WSP): Not recommended for steam

* Valve body rated at 600 psi CWP. The capped GHT connection is rated at 125 psi.
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Standards:
ANSI/ASME B1.20.1: Pipe threads, general purpose, Inch
ANSI/ASME B1.20.7: Hose coupling screw threads, Inch


