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SUBMITTAL SHEET

T-750
316 STAINLESS STEEL SWING CHECK VALVE

Heavy-duty investment cast 316 SS body construction.

The valve disc sits at a slight angle toprovide better close off.

Can be installed in horizontal (assembly cap on top) or vertical (upward flow 
only) positions.

Forged 316 SS hinge pin assures smooth, non-binding disc operation.

Naturally lead free

Available is 1/2” through 2” sizes

Working Pressure, Non Shock (PSI)
Cold working pressure (CWP): 200 psi 

Saturated Steam (WSP): 15 psi

MATERIAL SPECIFICATION
PART MATERIAL

1 Body CF8M - 316 SS

2 Disc CF8M - 316 SS

3 Hinge pin 316 SS

4 Gasket PTFE

5 Screw 316 SS

6 Cap gasket PTFE

7 Cap CF8M - 316 SS

DIMENSIONS
Size A B C D

1/2" 2.48 2.36 1.69 0.59

3/4" 3.07 2.66 1.85 0.79

1" 3.43 2.99 2.05 0.98

1-1/4" 3.94 3.33 2.20 1.26

1-1/2" 4.53 3.88 2.56 1.57

2" 5.32 4.35 2.83 1.97

Standards:
ANSI/ASME B1.20.1: Pipe threads, General purpose, Inch.
ANSI/ASME B16.34: Valves - Flanged, Threaded, and Welding End.

Pictured:
T-750

Pictured:
T-750 Cut Away
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