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SUBMITTAL SHEET

T-752
STAINLESS STEEL GLOBE VALVE

Heavy-duty investment cast 316 SS body construction.

Excellent valve for flow control purposes.

Rising stem design.

Naturally lead free

Available is 1/2” through 2” sizes

Working Pressure, Non Shock (PSI)
Cold working pressure (CWP): 200 psi

Saturated Steam (WSP): 15 psi

MATERIAL SPECIFICATION
PART MATERIAL

1 Body CF8M - 316 SS

2 Disc 316 SS

3 Stem 316 SS

4 Bonnet CF8M - 316 SS

5 Gasket PTFE

6 Washer 304 SS

7 Stem Packing PTFE

8 Stem Ring 304 SS

9 Packing Nut 304 SS

10 Handle Nut 304 SS

11 Handle Washer 304 SS

12 Hand Wheel Cast Iron

DIMENSIONS
Size A B C D

1/2" 2.64 3.50 2.56 0.59

3/4" 2.95 3.58 2.83 0.79

1" 3.35 4.17 3.03 0.98

1-1/4" 3.98 4.92 3.82 1.26

1-1/2" 4.53 4.96 3.82 1.57

2" 5.35 5.75 4.21 1.97

Standards:
ANSI/ASME B16.34: Valves - Flanged, Theaded, and Welding End.
ANSI/ASME B1.20.1: Pipe threads, General purpose, Inch.

Pictured:
T-752

Pictured:
T-752 Cut Away
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